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UNDERGROUND STRUCTURES 
STANDARDS UGS-115.1Issued: 3/08 Rev:  3
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       Notes: 
 

1.  Stand-off brackets are always required for all primary conduits regardless of the size and quantity. The second  
     standoff must be 8' above the nearest climable object to the pole. 
2. Stand-off brackets are only specified for secondary or communication conduit risers greater than or equal to 3”  
    and when installing two or more conduit risers. 
3. Stand-off brackets are not to be installed for streetlight or traffic services regardless of  number of conduit risers. 
4. Two ground rods are required at all primary riser poles. Drive ground rods in trench bottom, spaced 6' apart and  
    attach ground wire with ground connectors. Extend #4 ground wire to location indicated on pole. Stub up 2' above
    grade in wood molding. See UGS-225 for grounding connector. 
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MIN. EARTH COVER  OVER RISER BEND TO BE SUCH
THAT THE COVERED PORTION IS BELOW FINISHEDGRADE.
MIN. COVER IN THE DUCT LINES ARE:
   SECONDARY (0-600V.) 24"
   PRIMARY (OVER 600V.) 36"

DUCTCOUPLING OR ADAPTOR3" MIN
24" MAX.

GRADE

3" MIN

SOLVENT WELD PIPE CAP CAP ONTO RISER.
DO NOT PERMIT EXCESS CEMENT TO ENTER
THE CONDUIT.

SCHEDULE 80 P.V.C.

10' LENGTH RIGID CONDUIT
FOR UNSHIELDED CABLE.

METAL RISER BLOCK

18"

8'

8'

6 14"

WOOD MOLDING FOR GROUND WIRE

3" MIN.

6' MIN.

1'

POLE

RISER6 14

POLE

RISER

FLUSH  MOUNTED BRACKET   MOUNTED

POLE 1"
14"

RISERS6 14

MULTIPLE  BRACKET  MOUNTED

WOOD MOLDING FOR
GROUND WIRE

WOOD MOLDING FOR
GROUND CABLE

 ELEVATION VIEW
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MATERIAL
CONDUIT SIZE

STANDARD RADIUS

FIBERGLASS RISER BENDS
2"

36"
3"

36"
4"

48"
5"

48"
6"

60"
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